ATTACHMENT B

MEDICAL ASSESSMENT OF EMPLOYEE FITNESS TO OPERATE
POWERED INDUSTRIAL TRUCKS (PITs)
I.
Medical Evaluation
· Each employees assigned to operate a PIT should meet the following medical criteria. 

· Vision:  Has visual acuity correctable to 20/40 in each eye with no double vision and no tropia.  Has normal field of view and color vision.

· Hearing:  Has hearing no more than 25 dB loss at 500, 1,000, and 2,000  Hz  in the best ear without hearing aid.  Employees with poorer hearing will require individual evaluation to determine their functional hearing capability and suitability for PIT operation.

· Upper/Lower Extremities/Back:  Has no ergonomic impairment of the use or strength of back, fingers, arms, or other bio-mechanical defects that may interfere with the employee’s ability to control and safely operate a PIT.

· Neuro-Muscular:  Has no uncontrolled illness of a severity likely to interfere with employee’s ability to operate a PIT safely.  Generally, the status of employees with an illness that has the potential to cause unexpected loss of consciousness, equilibrium, mental capabilities, nervous system, and muscular should be carefully reviewed.

· Mental Alertness:  Is “fit for duty” and mental alertness and judgment are not compromised by external influences, including alcohol and drug abuse.

II.
Further Evaluation Indicated


Individuals who do not meet all the medical qualification criteria will be further evaluated in consideration of the requirements of their specific job.  The evaluation should take into consideration potential hazards, options to safely and reasonably accommodate the individual, and assure the safe operation of the PIT.  The evaluation will require the participation of facility line supervision, medical, and safety personnel and should follow the guidance contained in the Celanese-American with Disabilities Act guidebook.

III.
The Medical Director will be responsible for final medical determination of employee’s status as “fit for duty.”

IV.
Sources:

· OSHA 29 CFR 1910.178(1),

· DBJ 007.91, dated January 25, 1991

· Celanese Professional Practice Standard for Powered Industrial Trucks.
